CONOYI Handheld Bidet Sprayer Kit Installation Manual

Included Components: .?r:

1. Handheld Sprayer Head -~
2.T-Valve Adapter !
3. Bidet Sprayer Hose

4. Sprayer Hook 8 Holder (1] (3] (3]
5. Screws & Wall Anchors for Wall Mount
6. Extra Washer for Replacement:
2 " Hose Rubber Washers & 1 " FValve Adapter Washer I l ' l [0 g
7. Plumber's Tape
8. Wrench e 6 ) o

Before Installation:
Place a towel on the floor underneath the installation area for excessive water leaks.

Installation:

STEP 1:

Turn off the water supply valve at the wall. S vriiae

(Figure 1] supply line
Your water

STEP 2: S

Flush Toilet (Holding down Handle) until
Tank is Empty. (Figure 2)

STEP 3: | j?.
- | _

Disconnect Water Supply Line from under __gr
The Toilet Tank. Some Minor Water Dripping r | I r‘-!.-

is Normal once Unscrewed. (Figure 3)

STEP 4: Figure 2 Figure 3

Connect the T Valve to The Toilet Tank, and
Connect The Water Supply Line toThe T Valve.
(Figure 4 and Figure 5)

Be sure there is one Flat Rubber Washer is positioned FLAT
and STRAIGHT inside the nut of the T valve.

Apply 2-3 layers of plumber’s tape, connect the nut of T valve
to the toilet tank and connect the nut of water supply line into Figure 4 Figure S
the bottom of T valve by tuming the nuts counter-clockwise.

Tighten both connections until they touch the rubber washer

inside. Be sure not to over tighten. Using wrench for tightening

IS necessary.




STEP &:

Connect the Bidet Sprayer Hose.

(Figure 6 and Figure 7)

Unscrew the blue caps off each nut of the bidet hose. Make sure

there is a flat rubber washer inside each nut of bidet hose. Screw
the Hexagonal nut of hose to the Tvalve and the Conical nut of

hose to the Sprayer Head. Hand tightening is enough. Figure 6 Figure 7
STEP 6: Mount Sprayer Holder

Option 1: Toilet Mount (Recommended Option)

Remove the toilet tank lid and hang the sprayer holder with hook y

on the side of the toilet tank. (Figure 8) R |

Figure 8

Option 2: Wall Mount

Unscrew the two screws on the Sprayer Holder. This will remove

the Steel Hook from the Sprayer Holder. Position the Sprayer ( v
Holder where desire on the wall. Screw the two longer Screws /K’
provided to mount the Sprayer Holder anto the wall. Use Wall el
Anchors for stronger attachment to wall if necessary Make sure : Black Dot

the black dot on holder is pointed down. (Figure 9 aﬁd Figure 10)

Figure 9 Figure 10

STEP 7: Check for Leaks

Afler instaling the Bidet Sprayer Kil. tum the lever on the Handheld Bidet Sprayer | Yolket Tank
TFValve to the ON position. Then tum your water supply valve

back on and check for leaks. If leaking occurs around any Holder with Hook '

of the nuts, turn off water and check for cross-threading and

proper installation of washers. If leaking continues, tighten Sprayer Hose
the leaking nuts an extra to ¥: tum. Repeat these sleps
until the leaking stops. T-Valve Adapter

Water Supply Line w
o~
Note:

The water will always be on to the toilet tank for all positions of the T-valve Lever.

Flush Tank Infe?

Operation:

1) Tum the Fvalve to allow water to flow to the bidet sprayer head.

2) Direct the handheld bidet sprayer head in the appropriate direction and

press the button to release the water from gentle wash to jet spray. M
”

3) Close T-valve to tum off water when finished.

IMPORTANT: ALWAYS TURN T-VALVE OFF AFTER

EACH USE!

Failure to tum off afier each use will weaken the

internal components of the sprayer and hose from : f
the water pressure and may cause flooding and

water damage. Conor is not responsible for damage /

that is caused by failure to follow the above instruction.
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