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Technical Specification

Category Feature Specification

Wash

Rear Wash ●

Front Wash ●

Oscillating Wash ●

Adjustable Water Temperature 4 Levels

Adjustable Water Pressure 4 Levels

Adjustable Nozzle Position 4 Levels

Drying / Warm Air
Air Drying ●

Adjustable Dryer Temperature 4 Levels

Heated Seat
Heated Seat ●

Adjustable Seat Temperature 4 Levels

Hygiene
Nozzle Automatic Cleaning ●

Nozzle Manual Cleaning ●

General

Display Screen ●

Remote Control ●

Night Light ●

Open Lid/Seat Automatically * ●

Water Supply Connector G ½ on unit with G ½ flex hose

Rated Voltage AC 220 – 240V, 50/60Hz

Power 1200W*

Length of Power Cord 1.2 m

Water Supply Pressure 150~650 KPA (1.5~6.5 Bar)

Water Supply Temperature 4~35°C

Ambient Temperature 5~40°C

Protection Degree IPX4

Wash Device

Flow Rate 650 ml/min

Water Temperature Room temperature ~ 40°C

Wash Cycle Time 95 seconds

Heating Mode Instant heating

Water Tank Volume & Heater Power 4.5 L, 1200 W

Safety Device Thermal Cutoff Fuses / Liquid

Dry Device

Speed of Air ≥ 4 m/s

Dryer Power 225 W

Dry Cycle Time 2 Minutes

Warm Air Temperature Room temperature ~ 55°C

Safety Device Thermal Cutoff Fuses / Thermostat

Heated Seat Device

Heated Power 40 W

Seat Temperature Room temperature ~ 40°C

Safety Device Thermal Cutoff Fuses / Thermostat
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Remote Control

Frequency Range 2400–2520 MHz

Maximum RF Output Power -10 dBm

Type of Batteries AAA dry battery

Number of Batteries Two Pieces

Protection Degree IPX4

Other Safety Device Residual Current Devices ●

* Only applicable to High version and Top version.

Note: Power consumption depends on inlet water temperature, ambient temperature, and set temperature.

Toilet Dimensions

Unit: mm


